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2.3 Set the Fixed Value ,«/ Exposure to the Function:

/

2.3.1 The First Picture of Fixed Valde Setting Diseible: Wewon. xenen lamp will be closed
during operation.

/ ) Enable: Wewon xenon lamp will light during
MENU FIX'SET ~

operation.

In the rain function:

f’
E E % Disable: Wewon xenon lamp will be closed

EXPOSURE

during operation.

SEESS T Enable: Wewon xenon lamp will light during
operation.

wee | [ :
Rotate it:

TEMP Disable: wheel without moving during

‘ . operation.
HUMI 2 Enable: wheel will rotate during operation.

Temperature Function: Set the target value of

Switch to the "display” operation | .~ temperature in the operation of fixed value.
. Humidity Function: Set the humidity in the
2.3.2 The Second Picture of Fixed Value Setting aperation.of fixed valocdarget

MENU FIXSET =

‘ . Manual: Fixed value must manual operation
Szl il :] : ; d will be able to stop after operation.

/

Timing: Fixed value automatically after a
RUN TIME 0300 - M

specified time period to stop running.

Specify the timing to stop the time (in hours

and minutes).
MONITOR
2.4 The Picture of Program Setting (Wewog}g The test set curve. Displayed in a graphic
2.4.1 The Picture of Test Program Setting form set of testing.
PT TEST SET / | Switch to the program edit screen.

[ Move left and right: mobile program test curve

Move left and right: test for mobile number.

After selecting the test number: you can copy
| and insert the new test group, also can delete
and edit.

Program number: specify the test group
which program execution.

INS DELETE | EDIT MONITOR Repetitions: repeat frequency.
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2.4.2 The Fully Program Edit Screen Note (Wewon)

MENU PT NAME : PTOO1 TEST SET

o0 | o0 |
EETEaE

INS MONITOR

According to the program name.
Through the "change name" button, can

modify the name.

SEGxxx: section number. Can copy and
insert a new paragraph after choose, can
also be deleted.

Insolate, get wet in the rain, turntable,
temperature and humidity value refer to
the fixed value set.

Test time: XXX. XX (hours, minutes),

specify the segment running time.

) ’ Program number: specify to edit the program.

Note: 1. A total of 120 programs, each program has 120 period.

2. In general, cach test point need to set parameters of two segments. The temperature and humidity are

based on large amount of lag, small amount of change over time, it needs a period of transition as needed.
For example test point is 60 °C, 85%, and the test time is 72 hours, the current temperature and humidity is
25 °C, 50%. Section can be set of parameters: SEG001, temperature set at 60 ‘C, humidity is set at 85%,
time of 0.30; SEG002, temperature set at 60 “C, humidity set is 85%, time of 72.00. SEG001 called
transition section, and realize from 25 °C, 50% to 60 “C, 85% of the transition, the transition time is 30

minutes (the transition time can be specified on your own, but must be compatible with equipment of

cooling). SEG002 do test for real time, for a total of 72 hours.

2.5 The Picture of Setting Operation
2.5.1 The First Picture of Setting Operatigfl

MENU RUN SET —

Operation Mode: Program/fixed value.

Program mode, can be high and low
temperature/high wet combination of experiment.
Constant value mode, the temperature and

humidity can be fixed point of the experiment.

weoom (BRI

’ Switch to the running display screen. =

Power Back Mode: interrupt/cold/hot.
Interrupt: after the power is back on
electricity, equipment in the stop state.

Cold: if in running state again when the
power is on, the equipment running from the
very beginning.

Heat Up: If in running state again when the
power is on, the equipment from the power of

the state to continue running.




WwSuoN

2.5.2 The Second Picture of Setting Operati Standby Function: Specify whether to

enable standby function.

RUN SET =

Note: under the condition of fixed value
WAIT FUNC timing stop and program running, standby
to ensure test item in the set temperature

WAIT TEMP Ny °C and humidity test time.

WAIT HUMI % W ] In standby temperature humidity and
standby: temperature and humidity value

WAIT TIME m‘“ m M fluctuation area to specify a range, when

the temperature or humidity not arrive,
within the range is standby to start.
MONITOR Standby time: specify the longest standby

time, when more than the time after the
Switch to the running display screen. standby automatically terminate. 0 0 said

the infinite long standby.

2.5.3 The Third Picture of Setting Operation
MENU RUN SET =

GO MODE

TIME

Appointments, when start a booking, if the
system time over the time, the device

automatically start running.

MONITOR

2.6 The Picture of Document Management (Wewon)
2.6.1 The Picture of Document History Test Data (disk)

MeNu  HISTORY DATAS (DISK)

‘ FILE N e JOME/] This list all the document history test

ﬁ data on the disk, display the name and

002 size. By selecting, can delete, export,

view, and so on.
003

3 il i ] Curve "view data" is used to switch to

005

the "document" picture, the picture is
006 o similar to "operation according to the

picture 3", please refer to it.

DEL FILE | DEL ALL VIEW PG UP




2.7 The Picture of Assist Setting
2.7.1 The First Picture of Assist Setting

MENU OHTER SET —

LANGUAGE

LOCK SET

LIGHT TIME m Y
BRIGHT ADJ || DEC — | LY

2.7.2 The Second Picture of Assist Setting (Wewon)
MENU OTHER SET =

SYS TIME 2015 4 H
B3 D
T -

2.8 The Picture of the Alarm History
ALARM HISTORY / 20150424

10:49:13

RST ALL |[STP ALM| VIEW PGUP PGDN

Display language: English/Chinese.

Set the lock: disable/enable. Please refer
to the "keyboard".

Backlight: if you don't touch the screen,
the screen whill tumn out the backlight
after the specified time, to extend the life
of the display screen.

Brightness adjustment: to adjust the
brightness of the display backlight .

Date/time: display and set the system

time.

Displays the current or the fault there had
been or the name of alarm, the degree and
the time of occurrence. If the small
ICONS of maintain on the right side, you
can touch it and then click the "view

guide" to know more maintenance details.

Return: return to specify the police.

Reset all: reset all report to the police.
Stop buzzer: appear alarm, the controller
will start the internal buzzer and this
button is used to stop the beeping.

See guidance: only with maintenance
small icon this alarm effectively.

Front page and time: the previous and the

next pages.




2.9 The Picture of Manufacturer’s Information (Wewon)
2.9.1 The First Picture of Manufacturer’s Information

MENU COMPANY INFO ' Display equipment manufacturers of club,
‘ : telephone number, fax number, E-mail, url.
NAME SN number coding for the inside of a
. controller.

TEL
Note: only when manufacturers set up

EAX before they go out the relevant information
will be displayed.

EMAIL

URL

SN: 14053002

2.9.2 The Picture of Equipment Specification

MENU SPECIFICATION NEXT Display equipment manufacturers of club,
telephone number, fax number, E-mail, url.

MODEL XD1-80 74 SN number coding for the inside of a

/ controller.
T8&H RNG 0.0 ~ 80.0 °C .
30.0 ~ 80.0 % Note: only when manufacturers set up

WEIGHT 280.0 KG before they go out the relevant information

will be displayed.

POWER le / ~220V / 30.0A / 7.0KW

M.DATA
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