<table>
<thead>
<tr>
<th>Standard Number</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 D297-15</td>
<td>Standard Test Methods for Rubber Products-Chemical Analysis</td>
</tr>
<tr>
<td>2 D395-14</td>
<td>Standard Test Methods for Rubber Property-Compression Set</td>
</tr>
<tr>
<td>3 D412-15a</td>
<td>Standard Test Methods for Vulcanized Rubber and Thermoplastic Elastomers-Tension</td>
</tr>
<tr>
<td>5 D429-14</td>
<td>Standard Test Methods for Rubber Property-Adhesion to Rigid Substrates</td>
</tr>
<tr>
<td>8 D471-16</td>
<td>Standard Test Method for Rubber Property-Effect of Liquids</td>
</tr>
<tr>
<td>9 D531-15</td>
<td>Standard Test Method for Rubber Property-Pusey and Jones Indentation</td>
</tr>
<tr>
<td>15 D750-12</td>
<td>Standard Practice for Rubber Deterioration Using Artificial Weathering Apparatus</td>
</tr>
<tr>
<td>20 D865-11</td>
<td>Standard Test Method for Rubber - Deterioration by Heating in Air (Test Tube Enclosure)</td>
</tr>
<tr>
<td>21 D925-14</td>
<td>Standard Test Methods for Rubber Property-Staining of Surfaces (Contact, Migration, and Diffusion)</td>
</tr>
<tr>
<td>23 D945-06(2012)</td>
<td>Standard Test Methods for Rubber Properties in Compression or Shear (Mechanical Oscillograph)</td>
</tr>
<tr>
<td>27 D1076-15</td>
<td>Standard Specification for Rubber-Concentrated, Ammonia Preserved, Creamed, and Centrifuged Natural Latex</td>
</tr>
<tr>
<td>28 D1148-13</td>
<td>Standard Test Method for Rubber Deterioration-Discoloration from Ultraviolet (UV) or UV/Visible Radiation and Heat Exposure of Light-Colored Surfaces</td>
</tr>
<tr>
<td>29 D1149-16</td>
<td>Standard Test Methods for Rubber Deterioration-Cracking in an Ozone Controlled Environment</td>
</tr>
<tr>
<td>30 D1171-16</td>
<td>Standard Test Method for Rubber Deterioration-Surface Ozone Cracking Outdoors (Triangular Specimens)</td>
</tr>
<tr>
<td>33 D1329-08</td>
<td>Standard Test Method for Evaluating Rubber Property-Retraction at Lower Temperatures (TR Test)</td>
</tr>
<tr>
<td>34 D1349-14</td>
<td>Standard Practice for Rubber-Standard Conditions for Testing</td>
</tr>
<tr>
<td>36 D1417-10</td>
<td>Standard Test Methods for Rubber Latices-Synthetic</td>
</tr>
<tr>
<td>37 D1418-10a</td>
<td>Standard Practice for Rubber and Rubber Latices-Nomenclature</td>
</tr>
<tr>
<td>40 D1485-07(2015)</td>
<td>Standard Practice for Rubber from Natural Sources-Sampling and Sample Preparation</td>
</tr>
<tr>
<td>41 D1506-15</td>
<td>Standard Test Methods for Carbon Black-Ash Content</td>
</tr>
<tr>
<td>42 D1508-12</td>
<td>Standard Test Method for Carbon Black, Pelleted Fines and Attrition</td>
</tr>
<tr>
<td>43 D1509-15</td>
<td>Standard Test Methods for Carbon Black-Heating Loss</td>
</tr>
<tr>
<td>44 D1510-16</td>
<td>Standard Test Method for Carbon Black-Iodine Adsorption Number</td>
</tr>
<tr>
<td>45 D1511-12</td>
<td>Standard Test Method for Carbon Black-Pellet Size Distribution</td>
</tr>
</tbody>
</table>
# Table of Contents

<table>
<thead>
<tr>
<th>Standard Number</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>46 D1512-15b</td>
<td>Standard Test Methods for Carbon Black-pH Value</td>
</tr>
<tr>
<td>48 D1514-15</td>
<td>Standard Test Method for Carbon Black-Sieve Residue</td>
</tr>
<tr>
<td>50 D1566-15</td>
<td>Standard Terminology Relating to Rubber</td>
</tr>
<tr>
<td>52 D1619-16</td>
<td>Standard Test Methods for Carbon Black-Sulfur Content</td>
</tr>
<tr>
<td>54 D1646-15</td>
<td>Standard Test Methods for Rubber-Viscosity, Stress Relaxation, and Pre-Vulcanization Characteristics (Mooney Viscometer)</td>
</tr>
<tr>
<td>55 D1765-14</td>
<td>Standard Classification System for Carbon Blacks Used in Rubber Products</td>
</tr>
<tr>
<td>64 D1993-03(2013)e1</td>
<td>Standard Test Method for Precipitated Silica-Surface Area by Multipoint BET Nitrogen Adsorption</td>
</tr>
<tr>
<td>65 D2084-11</td>
<td>Standard Test Method for Rubber Property-Vulcanization Using Oscillating Disk Cure Meter</td>
</tr>
<tr>
<td>67 D2137-11</td>
<td>Standard Test Methods for Rubber Property - Brittleness Point of Flexible Polymers and Coated Fabrics</td>
</tr>
<tr>
<td>72 D2240-15</td>
<td>Standard Test Method for Rubber Property-Durometer Hardness</td>
</tr>
<tr>
<td>73 D2414-16</td>
<td>Standard Test Method for Carbon Black-Oil Absorption Number (OAN)</td>
</tr>
<tr>
<td>75 D2632-15</td>
<td>Standard Test Method for Rubber Property-Resilience by Vertical Rebound</td>
</tr>
<tr>
<td>76 D2663-14</td>
<td>Standard Test Methods for Carbon Black-Dispersion in Rubber</td>
</tr>
<tr>
<td>77 D2702-05(2011)</td>
<td>Standard Practice for Rubber Chemicals-Determination of Infrared Absorption Characteristics</td>
</tr>
<tr>
<td>78 D3053-15</td>
<td>Standard Terminology Relating to Carbon Black</td>
</tr>
<tr>
<td>80 D3156-96(2011)</td>
<td>Standard Practice for Rubber-Chromatographic Analysis of Antidegradants (Antioxidants, Antiozonants and Stabilizers)</td>
</tr>
<tr>
<td>83 D3183-10(2015)</td>
<td>Standard Practice for Rubber-Preparation of Pieces for Test Purposes from Products</td>
</tr>
<tr>
<td>84 D3184-11</td>
<td>Standard Practice for Rubber - Evaluation of NR (Natural Rubber)</td>
</tr>
</tbody>
</table>
# Table of Contents

<table>
<thead>
<tr>
<th>Standard Number</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>93 D3194-04(2009)</td>
<td>Standard Test Method for Rubber From Natural Sources-Plasticity Retention Index (PRI)</td>
</tr>
<tr>
<td>94 D3265-15a</td>
<td>Standard Test Method for Carbon Black-Tint Strength</td>
</tr>
<tr>
<td>95 D3313-12</td>
<td>Standard Test Method for Carbon Black-Individual Pellet Hardness</td>
</tr>
<tr>
<td>96 D3314-02(2012)</td>
<td>Standard Test Method for Rubber-Chemical Analysis for Polystyrene Blocks In SBR (Styrene-Butadiene Rubber) and Styrene-Reinforced Latices</td>
</tr>
<tr>
<td>97 D3346-12</td>
<td>Standard Test Methods for Rubber Property-Processability of Emulsion SBR (Styrene-Butadiene Rubber) With the Mooney Viscometer (Delta Mooney)</td>
</tr>
<tr>
<td>98 D3389-15</td>
<td>Standard Test Method for Coated Fabrics Abrasion Resistance (Rotary Platform Abrader)</td>
</tr>
<tr>
<td>100 D3452-06(2012)</td>
<td>Standard Practice for Rubber-Identification by Pyrolysis-Gas Chromatography</td>
</tr>
<tr>
<td>102 D3493-16</td>
<td>Standard Test Method for Carbon Black-Oil Absorption Number of Compressed Sample (COAN)</td>
</tr>
<tr>
<td>111 D3853-12</td>
<td>Standard Terminology Relating to Rubber and Rubber Latices-Abbreviations for Chemicals Used in Compounding</td>
</tr>
<tr>
<td>112 D3896-07(2011)</td>
<td>Standard Practice for Rubber From Synthetic Sources-Sampling</td>
</tr>
<tr>
<td>113 D3900-15</td>
<td>Standard Test Methods for Rubber-Determination of Ethylene Units in Ethylene-Propylene Copolymers (EPM) and in Ethylene-Propylene-Diene Terpolymers (EPDM) by Infrared</td>
</tr>
<tr>
<td>121 D4482-11</td>
<td>Test Method for Rubber Property - Extension Cycling Fatigue</td>
</tr>
<tr>
<td>122 D4483-14a</td>
<td>Standard Practice for Evaluating Precision for Test Method Standards in the Rubber and Carbon Black Manufacturing Industries</td>
</tr>
<tr>
<td>Standard Number</td>
<td>Title</td>
</tr>
<tr>
<td>-----------------</td>
<td>-------</td>
</tr>
<tr>
<td>D4677-87(2013)</td>
<td>Standard Classification for Rubber Compounding Materials-Titanium Dioxide</td>
</tr>
<tr>
<td>D4821-15</td>
<td>Standard Guide for Carbon Black-Validation of Test Method Precision and Bias</td>
</tr>
<tr>
<td>D4924-89(2012)</td>
<td>Standard Classification for Petroleum Waxes for Use in Rubber Compounding</td>
</tr>
<tr>
<td>D5289-12</td>
<td>Standard Test Method for Rubber Property-Vulcanization Using Rotorless Cure Meters</td>
</tr>
<tr>
<td>D5538-13</td>
<td>Standard Practice for Thermoplastic Elastomers-Terminology and Abbreviations</td>
</tr>
<tr>
<td>D5817-03a(2014)</td>
<td>Standard Practice for Carbon Black, Pelleted-Reduction, Blending, and Drying of Gross Samples for Testing</td>
</tr>
<tr>
<td>Standard Number</td>
<td>Title</td>
</tr>
<tr>
<td>-----------------</td>
<td>--------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>174 D5964-16</td>
<td>Standard Practice for Rubber IRM 901, IRM 902, and IRM 903 Replacement Oils for ASTM No. 1, ASTM No. 2, ASTM No. 3 Oils, and IRM 905 formerly ASTM No. 5 Oil</td>
</tr>
<tr>
<td>176 D6047-15</td>
<td>Standard Test Methods for Rubber, Raw-Determination of 5-Ethylidencylenorbornene (ENB) or Dicyclopentadiene (DCPD) in Ethylene-Propylene-Diene (EPDM) Terpolymers</td>
</tr>
<tr>
<td>183 D6556-16</td>
<td>Standard Test Method for Carbon Black-Total and External Surface Area by Nitrogen Adsorption</td>
</tr>
<tr>
<td>186 D6602-13</td>
<td>Standard Practice for Sampling and Testing of Possible Carbon Black Fugitive Emissions or Other Environmental Particulate, or Both</td>
</tr>
<tr>
<td>187 D6738-15</td>
<td>Standard Test Method for Precipitated Silica-Volatile Content</td>
</tr>
<tr>
<td>189 D6740-15</td>
<td>Standard Test Method for Silanes Used in Rubber Formulations-(bis-triethoxyxilpropyl)sulfanes: Residue on Ignition</td>
</tr>
<tr>
<td>191 D6746-15</td>
<td>Standard Test Method for Determination of Green Strength and Stress Relaxation of Raw Rubber or Unvulcanized Compounds</td>
</tr>
<tr>
<td>195 D6845-12</td>
<td>Standard Test Method for Silica, Precipitated, Hydrated-CTAB (Cetyltrimethylammonium Bromide) Surface Area</td>
</tr>
<tr>
<td>196 D6854-15a</td>
<td>Standard Test Method for Silica-Oil Absorption Number (OAN)</td>
</tr>
<tr>
<td>197 D6915-12</td>
<td>Standard Practice for Carbon Black-Evaluation of Standard Reference Blacks</td>
</tr>
<tr>
<td>198 D7050-04(2014)</td>
<td>Standard Practice for Rubber from Natural Sources-Sampling and Sorting Bales Based on Predicted Processing Properties</td>
</tr>
<tr>
<td>200 D7426-08(2013)</td>
<td>Standard Test Method for Assignment of the DSC Procedure for Determining Tg of a Polymer or an Elastomeric Compound</td>
</tr>
<tr>
<td>202 D7633-13</td>
<td>Standard Test Method for Carbon Black-Carbon Content</td>
</tr>
<tr>
<td>204 D7679-16</td>
<td>Standard Test Method for Sulfur Content in Carbon Black Feedstock Oils</td>
</tr>
<tr>
<td>207 D7771-15</td>
<td>Standard Test Method for Determination of Benzo-a-Pyrene (BaP) Content in Carbon Black</td>
</tr>
<tr>
<td>209 D7849-14</td>
<td>Standard Classification for Nomenclature of Reference Materials of Committee D24</td>
</tr>
<tr>
<td>210 D7854-16</td>
<td>Standard Test Method for Carbon Black-Void Volume at Mean Pressure</td>
</tr>
<tr>
<td>211 D7969-16</td>
<td>Standard Specification for Gravity Convection and Forced Ventilation Ovens</td>
</tr>
<tr>
<td>212 D8016-15</td>
<td>Standard Test Method for Silica, Precipitated, Hydrated-Sears Number</td>
</tr>
</tbody>
</table>